
LDC has become a trusted name in managing dock and door safety, especiallyImprove Safety on Your Dock!
Prevent Loading Dock accidents by preventing when it comes to preventing landing gear collapse, which has the potential to
spotted trailers from tipping over due to landing cause serious injury and damage to people and equipment. LDC’s Trailer
gear collapse or failure. Stands are the best solution to increase work place safety.

Meet OSHA Recommendations
OSHA recommends the use of trailer stands.
They may prevent the upending of trailers
during loading and unloading when the trailer
is not attached to a tractor or converter dolly.

Durable Construction
All LDC Trailer Stands are made using heavy
gauge steel with all-weather wheels for
maneuverability in all conditions. All units
carry a full one year warranty against
manufacturer’s defects.

LDC’s new EZ-Riser Trailer Stand
The easiest, most convenient, and safest Trailer Stand on the market.

Prevent Hazardous Landing Gear Collapse
Any trailer that is being loaded or unloaded with just the landing gear in posi-
tion is potentially an accident waiting to happen. When a trailer is unsupported,
the landing gear can collapse while loading, with serious consequences.Three Versatile Styles

LDC carries a complete line of trailer stands.
From light duty ratchet-style jacks to heavy
duty automatic stands, no matter what the
situation, LDC has you protected!

Federal regulations recommend that one or more trailer stands should be used
to eliminate a serious, life threatening situation.

OSHA Regulation - 1910.178 (k)
Fixed jacks may be necessary to prevent upending during loading and
unloading when trailer is not coupled to tractor.3M
Notice: All unattached trailers must be wheel chocked and nose supported by
trailer stabilizers during loading and unloading.

TTMA Technical Bulletin No. 57
2.1 The purpose of this bulletin is to emphasize the potential of trailer nose
diving or tail diving under certain conditions of loading and unloading and to
provide guidelines for reducing this danger by the use of stabilizing devices
whenever the trailer is not supported by a tractor or converter dolly.M

D'OO 3.1.1 It is recommended that an adequate stabilizing device or devices be em-
ployed at the front of the trailer in all cases where a trailer is being loaded or
unloaded with the trailer resting on its support legs rather than on a tractor fifth
wheel or converter dolly.

For other LDC Dock and Door safety
products such as dock bumpers, dock lights,
and wheel chocks, visit our website at
www.loadingdockcompany.com
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Trailer Stands & Jacks

1234
Stamp

1234
Stamp


